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PROJECT DESIGN UNIT

COUNCIL BUILDINGS

HIGH STREET
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CYCLING, WALKING AND

SAFER STREETS AT 
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PRIMARY SCHOOL

GENERAL LAYOUT

NORTH OF BRIDGE
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DETAIL 02

SCALE 1:100
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MANHOLE TO BE RAISED

EXISTING BRIDGE PARAPET

EXISTING BRIDGE PARAPET
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EXISTING CORRUGATED

ROAD BARRIER

(END)
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PROPOSED 400x400 BLISTER TACTILE

PAVING (BUFF)

FOOTPATH TO BE GRADED

PROPOSED FOOTPATH

TIE IN TO EXISTING CARRIAGEWAY

(450mm MINIMUM)

PROPOSED VERGE TO BE TOPSOILED

AND SEEDED (71.4m² APPROX)

CARRIAGEWAY TO BE REMOVED FOR

VERGE - SEE NOTE 4

BN - BULLNOSE KERB

HB2 - HALF BATTERED KERB

HBO - HALF BATTERED OFFLET KERB

DK - DROPPER KERB

FOR TIMBER EDGING,CONCRETE KERBS AND TIE IN 

DETAILS SEE DRAWING 404 DETAIL 01

INSTALL ROAD MARKINGS TO DIAG 1003A & 1023

INSTALL NEW GULLY

AND SOAKAWAY

REFER TO DRAWING 404

DETAIL 04

DRAINAGE PIPE Ø150mm

SEE NOTE 2

DRAINAGE PIPE Ø150mm

SEE NOTE 2

DRAINAGE PIPE Ø150mm

SEE NOTE 2

SUPPLY AND INSTALL ROAD

SIGNS TO DIAG. 615 (PS05) &

615.1 (PS06)  ON EXISTING

LAMP POST 3YK

3

.

6

m

INSTALL ROAD MARKINGS

TO DIAG 1012.1 (100mm)

INSTALL ROAD MARKINGS

TO DIAG 1012.1 (100mm)

TIMBER EDGING

EXISTING CORRUGATED

ROAD BARRIER

(END)

2.
PIPE COLLAR TO BE FITTED AT PIPE OUTLET.

REFER TO DRAWING 404 DETAIL 03.

DETAIL 01
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SLOPE 1:2

INSTALL X-LAST IMPACT BOLLARD IN RETENTION SOCKET

(WHITE WITH RED BAND)

2No.

0
.
5
m

1

.

1

m

1

.

8

m

1

.
8

m

EXISTING CORRUGATED

ROAD BARRIER

(START)

BOULDERS TO BE REMOVED

3No.

POST BOX TO BE RELOCATED
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EXISTING CORRUGATED ROAD BARRIER

START 0

.
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K

EXISTING ROAD MARKING TO DIAG

1004 TO BE REMOVED AND REPLACED

WITH REALIGNED CENTER LINE

(58m APPROX)

INSTALL ROAD MARKING TO DIAG. 1003A AND 1023

EXISTING MARKINGS TO BE REMOVED
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TACTILE PAVING TO BE SURFACE MOUNTED

SITE

LOCATION PLAN

SCALE 1:50,000

GENERAL LAYOUT

SCALE 1:500

REFER TO DETAIL 01

REFER TO DETAIL 02
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EXISTING CORRUGATED

ROAD BARRIER

(START)

NEW ACCESS

CONSTRUCTED

BY OTHERS

AREA TO BE SURFACED

SEE NOTE 3

3.
REMOVE INERT MATERIALS TO 225mm AND LAY 120mm

TYPE-1 SUB BASE AGGREGATE, 60mm BINDER

COURSE AND 45mm THICK HOT ROLLED ASPHALT 30/14
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FOR SECTIONS REFER

TO DRAWING 405

REFER TO DRAWING 403

DETAIL 04

REFER TO DRAWING 403

DETAIL 04

REFER TO DRAWING 403

DETAIL 05

REFER TO

DRAWING 403

DETAIL 02

REFER TO

DRAWING 403

DETAIL 02

1

.
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m

SUPPLY AND INSTALL

PEDESTRIAN PATH

MARKING (800mm)

INSTALL NEW GULLY

AND SOAKAWAY

REFER TO DRAWING 404

DETAIL 04

4.
EXISTING CARRIAGEWAY TO BE REMOVED 225mm,

REPLACED WITH 225mm AGGREGATE FILL TYPE 1-A,

100mm MINIMUM TOP SOIL AND SEEDED.
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